




BEZEL CUT-OUT CENTER SPACING DETAIL BEZEL THICKNESS:0.8-2.6

## MATERIALS

1. HOUSING : LCP (UL94V-0), BLACK.
2. SPACER: LCP (UL94V-0), BLACK.
3. TERMINAL: PHOSPHOR BRONZE,

GOLD PLATED ON CONTACT AREA,
TIN PLATED ON SOLDER TAIL,
NICKEL PLATED OVER ALL.
4. TOP SHELL: BRASS, NICKEL PLATED OVER ALL.
5. MIDDLE SHELL: STAINLESS STEEL, NICKEL PLATED OVER ALL.
6. BOTTOM SHELL: BRASS, NICKEL PLATED OVER ALL.
7. BACK SHELL: BRASS, NICKEL PLATED OVER ALL.

## SPECIFICATION

1. CURRENT RATING : 0.5A. MAX.
2. VOLTAGE RATING : 120V.
3. INSULATION RESISTANCE : $100 \mathrm{M} \Omega$ MIN.

AT 300 V DC.
4. CONTACT RESISTANCE : $30 \mathrm{~m} \Omega$ MAX
5. OPERATING TEMPERATURE : $-40^{\circ} \mathrm{C}$ TO $+85^{\circ} \mathrm{C}$
6. DURABILITY : 100 CYCLES.


## PART NUMBER INFORMATION

7960240-XNOO1D-R


NUMBER OF POSITIONS
CONTACT PLATING
1: GOLD 3u" Min
3: GOLD 15u" Min.



$\frac{\text { P.C.B LAYOUT }}{T O P \text { VIEW } \pm 0.05}$
CONNECTOR SIDE

(1)


